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For Release in North America: January 2012

Release Number: 11PR12

Cat® K Series Small Wheel Loaders Feature New Engines, Hydrostatic Drive and Redesigned Loader Linkage

The new Cat® K Series Small Wheel Loaders—924K, 930K and 938K—are completely redesigned, incorporating new engines that meet Stage IIIB/Tier 4 Interim emissions standards and significant new features that deliver enhanced performance, fuel efficiency and operator comfort. Among the new features are an efficient electronically controlled hydrostatic drive system, new Optimized Z-bar loader linkage, refined operator's station and a choice of couplers and buckets for best matching the machine to the application.  Predecessor models—924H, 924Hz, 928Hz, 930H, 938H and IT938H—will be available in markets having lesser fuel quality and less-stringent emissions standards.

Efficient drive train and hydraulics
The Cat C6.6 ACERT™ engine powers the three new K-Series wheel loaders and works efficiently with the machines to deliver fuel savings up to 30 percent, compared with H-Series models. Emissions-control technology includes a diesel particulate filter that automatically regenerates (burns away collected particulates) without interrupting normal operation.  The C6.6 engine's rated speed setting of 1800 rpm, compared with 2415 rpm for the H-Series, contributes significantly to reduced fuel consumption, lowered sound levels, and reduced wear. An engine-idle shutdown system further reduces fuel consumption.

K-Series models are equipped with a step-less, four-range, hydrostatic drive system that allows independent control of ground speed and engine speed for efficient operation of hydraulically powered work tools. A new creeper control feature further improves low speed operations by allowing the operator to adjusted maximum ground speed down to 1 mph.  An operator-controlled rimpull-control system helps reduce wheel spin and consequent tire wear, and a front differential lock enhances traction.  

The dedicated load-sensing, variable-displacement pumps for the implement and steering systems reduce horsepower draw for fuel efficiency and improve multifunction performance.    The new K Series loaders also incorporate an electronic snubbing feature at end stroke and kick out positions to reduce operating stress. Hydraulic-filter service intervals are extended to 2,000 hours.

Efficient loader linkage
Optimized Z-bar loader linkage blends the breakout power of Z-bar linkage with the parallel-lift and load-handling characteristics of Cat VersaLink™ or IT (Integrated Toolcarrier) linkage. The new linkage, available in both standard- and high-lift configurations, accepts pin-on tools, Cat Fusion™ coupler or an ISO coupler (North America) that is compatible with competitive work tools. The new linkage is designed to work with Cat Performance Series buckets, designed for efficient loading, high fill factors, improved material retention and lowered fuel consumption.

Operator amenities 

An all-new operator's station features automatic temperature control, curved front windshield, heated rear window with intermittent wiper, and a Soft Touch control panel. The electronic joystick for implement control is seat-mounted, adjustable and incorporates integral controls for auxiliary hydraulics, directional shifting and differential lock. In-cab sound levels are reduced to 66 dB (A), down from 74 dB (A) in the H-Series models.

Kick-out functions for boom lift, boom lower and tilt are standard and easily programmable by pushing and holding a button on the Soft Touch panel. An electronic parking brake simplifies operation, and an optional Secondary Display shows vital machine information graphically and digitally as well as machine diagnostics.  The Display works in conjunction with the soft touch panel to provide real time adjustments for 3rd function flow, throttle lock, rimpull control, and creeper control.  The display also serves as a display for an optional rear-view camera system. Heated and cooled seats are available for optimal operator comfort.

	Machine Specifications

	
	924K
	930K
	938K

	Net kilowatts (hp)
	106 (142)
	116 (156)
	127 (170)

	Op. Weight kg (lb)
	12,910 (28,460)
	13,870 (30,560)
	15,970 (35,200)

	Fusion Bucket m³ (yd³)
	2.1 (2.75)
	2.3 (3.0)
	2.7 (3.5)

	Full Turn Tip kg (lb)
	7,340 (16,180)
	8,290 (18,270)
	9,440 (20,800)


Note to Editors: Caterpillar rolls-out products and services in each of its territories at different time intervals. Although every effort is made to ensure that product information is released only after Caterpillar has received confirmation from our dealer network, our plants, and our marketing subsidiaries that products and services are available in the relevant region, editors are kindly requested to verify with their local dealer for product availability and specifications.

CAT, CATERPILLAR, their respective logos, “Caterpillar Yellow” and the “Power Edge” trade dress, as well as corporate and product identity used herein, are trademarks of Caterpillar and may not be used without permission.  
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	Press Inquiries
	Cat Trade Press Media Representatives

Sharon Holling: Holling_Sharon_L@cat.com
Amber Santor: Santor_Amber_M@cat.com
Europe, Africa, Middle East

Francine Shore: Shore_Francine_M@cat.com
General Email: Cat_Trade_Press@cat.com


	Reader Requests
	www.cat.com/requestCatinfo



Press Release














� EMBED Word.Picture.8  ���





� EMBED Word.Picture.8  ���





� EMBED Word.Picture.8  ���









[image: image6.wmf] 

[image: image7.wmf] 

_1387889194.doc
[image: image1.jpg]






_1387889302.doc
[image: image1.jpg]






_1387889013.doc
[image: image1.jpg]






